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CRICKET TO BE
FIELD FABRICATED
FROM FLAT STOCK
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JOGGLE CLEAT

3/16" X 7/8"
CONT. BUTYL TAPE

FIELD FABRICATED
HALF VALLEY TRIM

SUBSTRATE —

FIELD FABRICATED
HEADWALL TRIM

1/8" RIVET
[ @ 12" O.C.
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NOTES:
1) PENETRATIONS SHOULD BE CENTERED
IN PANELS IF AT ALL POSSIBLE.

2) SUBSTRATE MUST BE CUT OUT ENOUGH
SO THAT DEKTITE IS ONLY ATTACHED TO
ROOF PANEL.

PIPE
(NOT BY AEP SPAN)

SNAP-SEAM PANEL
SHOWN. SIMILAR FOR

OTHER PANELS STAINLESS STEEL

HOSE CLAMP

WHEN USING WOOD (NOT BY AEP SPAN)

SUBSTRATE WOOD CUTOUT
MUST BE 1" DIAMETER
LARGER THAN ROOF JACK

ROOF JACK (DEKTITE

OR EQUAL) (NOT BY AEP SPAN)
REFER TO MANUFACTURER'S
INSTRUCTIONS FOR INSTALLATION

30# FELT
(NOT BY AEP SPAN)

FIELD CUT HOLE 1" MIN.
LARGER THAN PIPE.
LOCATE ALL PIPE IN
THE BROAD FLAT OF
THE PANEL.

‘SéEKN ACCESSOR | ES ROOF JACK (DEKTITE)
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FILL POCKET WITH
RECEIVER TRIMS NON-SKINNING
BUTYL SEALANT

1/8" POP RIVETS @ 12" O.C.T

E.G. E.G. E.G.
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FIELD BEND PANELS UP 1 1/2" )
ANGLE TRIM ROOF PANEL
\\
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PANCAKE HEAD
PANCAKE HEAD | | FASTENERS
FASTENERS @ 12" O.C.
@ 12" O.C. E.G.
|
30# FELT EXPANSION JOINT
(NOT BY AEP SPAN) MEMBRANE
LINE OF SUBSTRATE (NOT BY AEP SPAN)

NOTES:

E.G. = EXPANSION GAP

FOR EVEN RIB SPACING PANELS MAY
NEED TO BE CUT AND FIELD BENT UP
1 1/2" TO FIT INTO RECEIVER TRIM.

QAEP EXPANSION JOINT

SPAN ACCESSORIES
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